


ITEM#

PRODUCT SPECS
Pop-Up Toaster
The Pop-Up Toaster shall be Model …., rated at ….volts, and
….watts, single phase, by the Hatco Corporation, Milwaukee, WI
53234 U.S.A.
With 24/7 service (U.S. and Canada only), the Toaster shall have
the capacity to toast up to ….pieces per hour. The Toaster shall

consist of a rugged stainless steel body with 4 slot openings
from 13⁄8" (35 mm) wide and 51⁄4" (133 mm) deep, removable
crumb tray(s), resistance wire elements, and a 6' (1829 mm) cord
with plug attached.

POP-UP TOASTERS
Models TPT-120, -208, -240

DIMENSIONS
TPT-120: 131⁄2"W x 123⁄4"D x 81⁄4"H (343 x 324 x 210 mm).
TPT-208, -240: 131⁄2"W x 141⁄8"D x 91⁄4"H (343 x 359 x 235 mm).
Slot Opening – TPT-120: 11⁄2"W x 51⁄4"D (38 x 133 mm).

– TPT-208, -240: 13⁄8"W x 51⁄4"D (35 x 133 mm).

VOLTAGE
TPT-120: 120 volts, 60 Hz, 1800 watts, 15.0 amps 

(uses NEMA 5-15P, NEMA 5-20P for Canada).
TPT-208: 208 volts, 60 Hz, 2700 watts, 13.0 amps 

(uses NEMA 6-15P, NEMA 6-20P for Canada).
TPT-240: 240 volts, 60 Hz, 2700 watts, 11.3 amps 

(uses NEMA 6-15P).

CORD LOCATION
TPT-120: Bottom, back center.
TPT-208, -240: Back of unit, right side of electrical box.
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Models TPT-208 and TPT-240

SPECIFICATIONS

† Toasting capacity may vary by product. Toasting of coated products is 
not recommended.

Model kW Type Cap./Hour† Shipping Weight
TPT-120 1.8 All 250 10 lbs. ( 5 kg)

TPT-208 2.7 All 380 22 lbs. (10 kg)

TPT-240 2.7 All 380 22 lbs. (10 kg)

NEMA 6-15PNEMA 5-20PNEMA 5-15P NEMA 6-20P
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